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C O N TAC T S :

1. DRAWINGS SHALL NOT BE SCALED. VERIFY ALL DIMENSIONS AND EXISTING AS BUILT FIELD CONDITIONS, INCLUDING
FIELD MEASUREMENTS PRIOR TO START OF WORK, NOTIFY ARCHITECT WHERE DISCREPANCIES OCCUR.

2. USE TYPE "X" GWB ON FIRE RATED PARTITIONS.
3. PROVIDE INSULATION FULL DEPTH OF STUD OF A TYPE AND IN LOCATIONS INDICATED IN THE PLAN.  INSULATION AT

RATED PARTITIONS TO BE NON-COMBUSTABLE, MINERAL WOOL OR EQUIVALENT APPROVED IN THE PROJECT 
JURISDICTION.

4. FIRE SAFE PENETRATIONS AT FIRE RESISTANT RATED PARTITIONS PER APPLICABLE UL ASSEMBLY.
5. MAINTAIN INTEGRITY OF EXISTING FIRE RESISTANT RATED ASSEMBLIES FOR PENETRATIONS.
6. PROVIDE BLOCKING AS REQUIRED AT LOCATIONS INCLUDING, BUT NOT LIMITED TO: GRAB BARS, SHELVING, OVERHEAD

CABINETS, SIGNAGE, TOILET ROOM ACCESSORIES, WALL MOUNT. EQUIPMENT, ETC. [ALL BLOCKING TO BE FIRE
RETARDANT TREATED WOOD OR 16 GA (MIN) SHEET METAL.]

7. EXPOSED GYPSUM BOARD OUTSIDE CORNERS SHALL HAVE A CONTINUOUS METAL CORNER BEAD.
8. DIMENSIONS TAKEN FROM PERIMETER EXTERIOR WINDOW WALL ARE TAKEN FROM THE INSIDE FACE OF THE VERTICAL

MULLION. DIMENSIONS MARKED VERIFY, SHALL BE VERIFIED PRIOR TO START OF WORK UNLESS OTHERWISE NOTED.
9. CONTRACTOR SHALL COORDINATE WORK WITH HVAC, MECHANICAL, ELECTRICAL, PLUMBING, DELEGATED DESIGN FIRE

PROTECTION AND STRUCTURAL DRAWINGS AND REPORT TO THE ARCHITECT DISCREPANCIES FOR CORRECTION AND 
ADJUSTMENT PRIOR TO START OF WORK. NO ALLOWANCE WILL BE MADE FOR INCREASED COST DUE TO THE 
CONTRACTOR’S LACK OF COORDINATION. 

10. CONTRACTOR SHALL FIELD VERIFY EXISTING FIRE RATED CONSTRUCTION ASSEMBLIES DENOTED IN THE DRAWINGS.
CONTRACTOR SHALL NOTIFY ARCHITECT IN WRITING OF CONFLICTS BETWEEN THE AS-BUILT CONDITION AND THE
DRAWINGS. PRIOR TO PROCEEDING WITH THE WORK THE CONTRACTOR SHALL SUBMIT A PROPOSAL FOR THE COST AND
SCHEDULE OF UPGRADING EXISTING ASSEMBLIES DENOTED AS FIRE RATED TO A CODE COMPLIANT LEVEL.

11. PATCH AND REPAIR PARTITIONS AFTER DEMOLITION WHERE DAMAGE HAS OCCURRED AT UNPROTECTED LOCATIONS.
PLEASE NOTE THAT DEMOLITION ACTIVITY MAY OCCUR BEYOND WORK LIMITS SHOWN ON DEMOLITION PLAN DUE TO
CONCEALED CONDITIONS.

12. REQUIRED MARKING AND IDENTIFICATION OF PARTITIONS. WHERE THERE IS AN ACCESSIBLE CONCEALED FLOOR,
FLOOR-CEILING OR ATTIC SPACE, FIRE WALLS, FIRE BARRIERS, FIRE PARTITIONS, SMOKE BARRIERS AND SMOKE
PARTITIONS OR ANY OTHER WALL REQUIRED TO HAVE PROTECTED OPENINGS OR PENETRATIONS SHALL BE
EFFECTIVELY AND PERMANENTLY IDENTIFIED WITH SIGNS OR STENCILING IN THE CONCEALED SPACE. SUCH
IDENTIFICATION SHALL BE LOCATED WITHIN 15 FEET (4572 MM) OF THE END OF EACH WALL AND AT INTERVALS NOT
EXCEEDING 30 FEET (9144 MM) MEASURED HORIZONTALLY ALONG THE WALL OR PARTITION AND INCLUDE LETTERING
NOT LESS THAN 3 INCHES (76 MM) IN HEIGHT WITH A MINIMUM 3/8-INCH (9.5 MM) STROKE IN A CONTRASTING COLOR
INCORPORATING THE SUGGESTED WORDING, “FIRE AND/OR SMOKE BARRIER — PROTECT ALL OPENINGS,” OR OTHER
WORDING BASED ON LOCAL JURISDICTION. REFER TO PARTITION SCHEDULE, PLAN AND LEGEND TO IDENTIFY
APPLICABLE PARTITIONS.
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STYLE: MILLWORK BASE MONUMENT MW-XX-S4
COLOR: 08 ICICLE
SIZE: 4" X .25"
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PT-2 MFR: WOLF GORDON SCUFFMASTER 
COLOR: TO MATCH SW 7674 PEPPERCORN
SPRAY APPLICATION
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MIAMI
150 ALHAMBRA CIRCLE,    SUITE 800
CORAL GABLES, FL  33134 
TEL 786-405-0230

KEYNOTESFINISH SCHEDULE
NO. DESCRIPTION

101 PATCH AND REPAIR EXISTING PARTITIONS, COLUMNS AND ENTIRE EXTERIOR PERIMETER WHERE DEMOLITION HAS
OCCURRED.

102 ADD DRYWALL ABOVE EVERY COLUMN (FROM WHERE CEILING WAS DEMOLISHED) TO BOTTOM OF DECK.
103 ADD DRYWALL ABOVE ENTIRE PERIMETER GLASS TO BOTTOM OF DECK. ADD INSULATION IF MISSING.
104 ADD DRYWALL AROUND ENTIRE CORES, INCLUDING ELEVATOR LOBBY TO BOTTOM OF DECK.
105 PATCH AND REPAIR ALL HOLES FROM EXISTING WINDOW SHADES, OR WHERE PARTITION WERE REMOVED AROUND

ALL EXTERIOR MULLIONS.
106 PATCH ANY EXISTING FLOOR CORES AND PREPARE FLOOR FOR NEW FINISH.
107 **ADD ALT. ELECTROSTATIC PAINT EXISTING MULLIONS**
108 PAINT EXISTING DOORS AND FRAMES SW 7674 PEPPERCORN
109 GC TO FLOATING FLOOR AT ELEVALOR LOBBY/LANDING TO POLISHED CONCRETE.
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SAME MAY NOT BE DUPLICATED, USED OR DISCLOSED WITHOUT THE WRITTEN CONSENT OF THE 
ARCHITECT.
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RATED PARTITIONS TO BE NON-COMBUSTABLE, MINERAL WOOL OR EQUIVALENT APPROVED IN THE PROJECT 
JURISDICTION.

4. FIRE SAFE PENETRATIONS AT FIRE RESISTANT RATED PARTITIONS PER APPLICABLE UL ASSEMBLY.
5. MAINTAIN INTEGRITY OF EXISTING FIRE RESISTANT RATED ASSEMBLIES FOR PENETRATIONS.
6. PROVIDE BLOCKING AS REQUIRED AT LOCATIONS INCLUDING, BUT NOT LIMITED TO: GRAB BARS, SHELVING, OVERHEAD

CABINETS, SIGNAGE, TOILET ROOM ACCESSORIES, WALL MOUNT. EQUIPMENT, ETC. [ALL BLOCKING TO BE FIRE
RETARDANT TREATED WOOD OR 16 GA (MIN) SHEET METAL.]

7. EXPOSED GYPSUM BOARD OUTSIDE CORNERS SHALL HAVE A CONTINUOUS METAL CORNER BEAD.
8. DIMENSIONS TAKEN FROM PERIMETER EXTERIOR WINDOW WALL ARE TAKEN FROM THE INSIDE FACE OF THE VERTICAL

MULLION. DIMENSIONS MARKED VERIFY, SHALL BE VERIFIED PRIOR TO START OF WORK UNLESS OTHERWISE NOTED.
9. CONTRACTOR SHALL COORDINATE WORK WITH HVAC, MECHANICAL, ELECTRICAL, PLUMBING, DELEGATED DESIGN FIRE

PROTECTION AND STRUCTURAL DRAWINGS AND REPORT TO THE ARCHITECT DISCREPANCIES FOR CORRECTION AND 
ADJUSTMENT PRIOR TO START OF WORK. NO ALLOWANCE WILL BE MADE FOR INCREASED COST DUE TO THE 
CONTRACTOR’S LACK OF COORDINATION. 

10. CONTRACTOR SHALL FIELD VERIFY EXISTING FIRE RATED CONSTRUCTION ASSEMBLIES DENOTED IN THE DRAWINGS.
CONTRACTOR SHALL NOTIFY ARCHITECT IN WRITING OF CONFLICTS BETWEEN THE AS-BUILT CONDITION AND THE
DRAWINGS. PRIOR TO PROCEEDING WITH THE WORK THE CONTRACTOR SHALL SUBMIT A PROPOSAL FOR THE COST AND
SCHEDULE OF UPGRADING EXISTING ASSEMBLIES DENOTED AS FIRE RATED TO A CODE COMPLIANT LEVEL.

11. PATCH AND REPAIR PARTITIONS AFTER DEMOLITION WHERE DAMAGE HAS OCCURRED AT UNPROTECTED LOCATIONS.
PLEASE NOTE THAT DEMOLITION ACTIVITY MAY OCCUR BEYOND WORK LIMITS SHOWN ON DEMOLITION PLAN DUE TO
CONCEALED CONDITIONS.

12. REQUIRED MARKING AND IDENTIFICATION OF PARTITIONS. WHERE THERE IS AN ACCESSIBLE CONCEALED FLOOR,
FLOOR-CEILING OR ATTIC SPACE, FIRE WALLS, FIRE BARRIERS, FIRE PARTITIONS, SMOKE BARRIERS AND SMOKE
PARTITIONS OR ANY OTHER WALL REQUIRED TO HAVE PROTECTED OPENINGS OR PENETRATIONS SHALL BE
EFFECTIVELY AND PERMANENTLY IDENTIFIED WITH SIGNS OR STENCILING IN THE CONCEALED SPACE. SUCH
IDENTIFICATION SHALL BE LOCATED WITHIN 15 FEET (4572 MM) OF THE END OF EACH WALL AND AT INTERVALS NOT
EXCEEDING 30 FEET (9144 MM) MEASURED HORIZONTALLY ALONG THE WALL OR PARTITION AND INCLUDE LETTERING
NOT LESS THAN 3 INCHES (76 MM) IN HEIGHT WITH A MINIMUM 3/8-INCH (9.5 MM) STROKE IN A CONTRASTING COLOR
INCORPORATING THE SUGGESTED WORDING, “FIRE AND/OR SMOKE BARRIER — PROTECT ALL OPENINGS,” OR OTHER
WORDING BASED ON LOCAL JURISDICTION. REFER TO PARTITION SCHEDULE, PLAN AND LEGEND TO IDENTIFY
APPLICABLE PARTITIONS.
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BA-1 MFR: TARKETT 
STYLE: MILLWORK BASE MONUMENT MW-XX-S4
COLOR: 08 ICICLE
SIZE: 4" X .25"

WINDOW TREATMENT

MFR: MECHO SHADE
STYLE: 
COLOR: 
OPENNESS: 

MATCH BUILDING STANDARD

***PROVIDE FASCIA FOR EACH SHADE***
***PRICE AS ADD ALT***
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PC-1 POLISH EXISTING CONCRETE FLOORINGGENERAL

TAG LOCATION DESCRIPTION CONTACT NOTEIMAGE

FLOORING 

PT-1 MFR: SHERWIN WILLIAMS INTERIOR LATEX PAINT
COLOR: SW 7004 SNOWBUND
FINISH: WALL: EGGSHELL CEILING: FLAT

GENERAL

TAG LOCATION DESCRIPTION CONTACT NOTEIMAGE

PT-2 MFR: WOLF GORDON SCUFFMASTER 
COLOR: TO MATCH SW 7674 PEPPERCORN
SPRAY APPLICATION
CONTENT: WATER BASED PLYURETHANE ACRYLIC

ELEVATOR 
DOORS

MITER ALL OUTSIDE CORNERS. TYP.

PROVIDE MOCK UP FOR CLIENT AND IA

STEVEN KORN
561-756-0731
STEVEN@WOLFGORDON
.COM

GLENN REMLER
954-547-1217
GLENN.J.REMLER@SHERWIN
.COM

LAURA LADKI - MANCINI
786-910-2631
LAURA.LADKI@TARKETT.COM
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MIAMI
150 ALHAMBRA CIRCLE,    SUITE 800
CORAL GABLES, FL  33134 
TEL 786-405-0230

KEYNOTESFINISH SCHEDULE
NO. DESCRIPTION

101 PATCH AND REPAIR EXISTING PARTITIONS, COLUMNS AND ENTIRE EXTERIOR PERIMETER WHERE DEMOLITION HAS
OCCURRED.

102 ADD DRYWALL ABOVE EVERY COLUMN (FROM WHERE CEILING WAS DEMOLISHED) TO BOTTOM OF DECK.
103 ADD DRYWALL ABOVE ENTIRE PERIMETER GLASS TO BOTTOM OF DECK. ADD INSULATION IF MISSING.
104 ADD DRYWALL AROUND ENTIRE CORES, INCLUDING ELEVATOR LOBBY TO BOTTOM OF DECK.
105 PATCH AND REPAIR ALL HOLES FROM EXISTING WINDOW SHADES, OR WHERE PARTITION WERE REMOVED AROUND

ALL EXTERIOR MULLIONS.
106 PATCH ANY EXISTING FLOOR CORES AND PREPARE FLOOR FOR NEW FINISH.
107 **ADD ALT. ELECTROSTATIC PAINT EXISTING MULLIONS**
108 PAINT EXISTING DOORS AND FRAMES SW 7674 PEPPERCORN
109 GC TO FLOATING FLOOR AT ELEVALOR LOBBY/LANDING TO POLISHED CONCRETE.

©          INTERIOR ARCHITECTS QUALIFIER: STEPHEN FURNSTAHL AR95103 ALL DRAWINGS AND WRITTEN 
MATERIAL HEREIN CONSTITUTE THE ORIGINAL AND UNPLUBLISHED WORK OF THE ARCHITECT, AND THE 
SAME MAY NOT BE DUPLICATED, USED OR DISCLOSED WITHOUT THE WRITTEN CONSENT OF THE 
ARCHITECT.

1/8" = 1'-0"1 01 PARTITION/FINISH PLAN

1 PERMIT SET 09.16.2022


